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LOCKING ARM 

 

INSTALLATION

 

1.

 

 Reassemble the locking bar and locking
arm.  Ensure proper position.  Lubricate the
holes in the locking arm with an anti-seize

 

compound.

 

2.

 

 Insert the locking arm spring into position.

3. Install the locking bar springs.

4. Complete assembly of the locking arm and
locking bar by inserting the locking arm stand-
off into the locking arm and through the corre-
sponding hole in the coupler body.  Check
visually for proper assembly and function of the
locking arm and locking bar.

5. Reassemble the flow control handle, coupler
cover and the side panels (See Kits G and L for
instructions).

MAINTENANCE
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Flow Control Handle Assembly 
Replacement

(For coupler units)

Kit G
NOTE:  The coupler handle assembly includes the coupler
handle casting, the molded push button and the push
button spring.

REMOVAL

1. Using the proper size hex wrench, remove
the pan head screw.

2. Remove the coupler lockout handle.

Kit 
Item No.

No.
Per Kit Part Description

G1 1 Pan Head Screw

G2 1 Coupler Lockout
Handle Assembly

G1

G2

MAINTENANCE

INSTALLATION

1. Reassemble the coupler lockout handle
using the pan head screw.  Do not over-tighten
the screw.  Test handle to ensure proper func-
tion of the unit.

Coupler Disc Replacement
(For coupler units)

Kit H

Kit
Item No.

No. 
Per Kit Part Description

H1 1 Retaining Ring

H2 1 Stem Seal

H3 1 O-ring -
Perfluoroelastomer

H4 1 Coupler Disc

Proper seal and wetted material selection is critical
for safe operation. When changing the stem seal o-
ring material (i.e. from EPDM to Kalrez) be sure the
main seal material is compatible (see Kits)

H1

H2

H3

H4
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REMOVAL
1. Remove the flow control handle and the
main seal (See Kits G and A for instructions).

2. With the disc rotated a half turn or 180° from
the closed position, remove the retaining ring
from the top of the disc stem and pull the disc
out from the coupler body.

3. Remove the o-ring (or PTFE disc spacer, if
equipped) and stem seal. Use caution not to
scratch or score the coupler body in the disc
seal area.

INSTALLATION

1. Clean the coupler body fully in the disc stem
hole and the stem seal areas.  Check for any
corrosion or damage to the body in these areas.

2. Apply an anti-seize compound into the stem
hole in the coupler body.  Anti-seize should not
be present in the stem seal area. Use a silicone
oil or grease to lubricate the stem seal and the
stem seal area of the coupler body.

3. Put the o-ring over the disc stem.  While
holding the disc in the half turned position and
taking caution not to scrape the disc edge
against the coupler body, insert the disc stem
into the stem seal and coupler body.  Push the
disc flush against the body.

4. While pushing the disc up into the body,
insert the retaining ring into the slot on the
disc stem. Rotate the disc several times to
ensure proper installation.

5. Reassemble the flow control handle, main
seal, coupler cover and the side panels.

MAINTENANCE
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Disc Locking Arm Replacement
(For adapter units)

Kit I

REMOVAL

1. Remove the adapter cover and side panels
(See Kit K for instructions).

2. Pull the locking arm standoff out and remove
the locking cap and locking cap spring.

Kit 
Item No.

No.
Per Kit Part Description

I1 1 Locking Arm Standoff

I2 1 Locking Cap Spring

I3 1 Adapter Locking Cap

I2

I3

I1

INSTALLATION

1. Insert the locking cap spring into the proper
area in the body.  Hold the locking cap in posi-
tion and put the hooked open ends of the lock-
ing cap spring into the small holes provided in
the locking cap. Push the spring’s center leg
behind the boss on the adapter. 

2. Insert the locking arm standoff into the lock-
ing cap. Install standoff through the locking
cap spring loops to the hole in the adapter body
and through the spring loops and back out the
locking cap. Test locking arm to ensure proper
assembly and function.

3. Reassemble the adapter cover and side pan-
els.

MAINTENANCE
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Adapter Disc Replacement
(For adapter units)

Kit J

Kit 
Item No.

No.
Per Kit Part Description

J1 1 Adapter Disc

J2 1 O-ring -
Perfluoroelastomer

 

J3 1 Stem Seal

J4 1 Disc Retainer Pin

J5 1 Retaining Ring

• Proper seal and wetted material selection is critical
for safe operation. When changing the stem seal o-
ring material (i.e. from EPDM to
Perfluoroelastomer) be sure the main seal material
is compatible. See Kits AT, AM, BT & BM).

Failure to do so could result in serious personal injury,
property damage, or leakage.

J1

J2

J3

J4

J5

REMOVAL

1. Remove the adapter cover, side panels, lock-
ing cap and the main seal (See Kits I and K for
instructions).

2. With the disc rotated a half turn or 180° from
the closed position, remove the disc retaining
pin from the top of the disc stem. If necessary,
use a hammer and lightly tap the pin out.

3. With the disc rotated a half turn, remove the
retaining ring from the top of the disc stem and
pull the disc out from the coupler body.

4. Remove the o-ring (or PTFE disc spacer, if
equipped) and stem seal. Use caution not to
scratch or score the coupler body in the disc
seal area.

MAINTENANCE
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INSTALLATION

1. Clean the body fully in the disc stem hole
and the stem seal areas.  Check for any corro-
sion, gauling or damage to the body in these
areas.

2. Apply an anti-seize compound into the stem
hole in the coupler body.  Anti-seize should not
be present in the stem seal area.  Apply a light
lubricant to the stem seal and the stem seal
area of the coupler body.

3. Put the o-ring over the disc stem.  While
holding the disc in the half turned position and
taking caution not to scrape the disc edge
against the coupler body, insert the disc stem
into the stem seal and coupler body. Insert the
disc until it is flush against the body.

4. While pushing the disc up into the body,
insert the retaining ring into the slot on the
disc stem.  With the disc rotated in the half
turn position, insert the  disc retainer pin tap-
ping with a hammer to insert the oversized
grooved end on the pin into the hole in the disc
stem.  Rotate the disc several times to ensure
proper function.

5. With the disc rotated a half turn or 180°
from the closed position, insert the disc retain-
ing pin into the stem hole. Use a hammer and
lightly tap the pin into position.

6. Reassemble the adapter cover, side panels,
locking cap and the main seal.

MAINTENANCE
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INSTALLATION

1. Align the side panels and install the screws.
Tighten the screws with two wrenches.

2. Snap the cover wire form into the slot in the
coupler cover.

3. Install the cover and check for proper align-
ment and function.

REMOVAL

1. Remove the adapter cover.

2. Remove the two socket head cap screws
and the side panels.  It is necessary to use an
allen wrench on each screw.  This will remove
the first screw.  It may be necessary to put the
locking arm standoff in a soft jaw chuck to
remove the second screw. Do not completely
remove the locking arm standoff as this will

Kit 
Item No.

No.
Per Kit Part Description

Kit 
Item No.

No.
Per Kit Part Description

K1 1 Body Panel – Left half K3 1 Adapter Cover and Wire Form

K2 1 Body Panel – Right half K4 2 Socket Head Cap Screws

Adapter Cover and Locking Bar Replacement (For adapter units)

Kit K

K1

K2

K3

K4

K4

®

MAINTENANCE

disassemble the disc locking cap.
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INSTALLATION

1. Align the side panels and install the screws.
Tighten the screws with two wrenches.

2. Snap the cover wire form into the slot in the
coupler cover.

3. Install the cover and check for proper align-
ment and function.

REMOVAL

1. Remove the coupler cover.

2. Remove the two socket head cap screws
and the side panels.  It is necessary to use an
allen wrench on each screw.  This will remove
the first screw.  It may be necessary to put the
locking arm standoff in a soft jaw chuck to
remove the second screw. Do not remove the
locking arm stand-off completely as this will

Kit
Item No.

No.
Per Kit Part Description

Kit
Item No.

No. 
Per Kit Part Description

L1 1 Body Panel – Left half L3 1 Coupler Cover and Wire Form

L2 1 Body Panel – Right half L4 2 Socket Head Cap Screws

®

L2

L1

L4

L4

L3

Coupler Cover and Side Panels Replacement (For coupler units)

Kit L

MAINTENANCE
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disassemble the disc locking cap.
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